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Lido 14 Hull #  _____________ 
 
Owner(s) (List all) __________________________________________________________________ 
 
Skipper:  __________________________________________________________________ 
 
Primary crew:  __________________________________________________________________ 
 
Alternate crew: __________________________________________________________________ 
 
Note to Fleet Measurer:  All items below must be checked and/or entered.  If an item does not 
apply (e.g. boat doesn’t use a traveler bridle), write NA next to the item.  If additional sails are 
measured, indicate on reverse side. 
 
� Sail Suit #1 Royalty Tags Attached 
Main Sail: Brand: ___________ Original Measurement Date: ____________ Sail#: ____________ 
Jib:  Brand: ___________ Original Measurement Date: ____________ 
 
� Sail Suit #2 Royalty Tags Attached 
Main Sail: Brand: ___________ Original Measurement Date: ____________ Sail#: ____________ 
Jib:  Brand: ___________ Original Measurement Date: ____________ 
 
� Boat’s racing weight is a minimum of 310 pounds when _______ pounds of ballast are on board. 
� Whisker pole length, when mounted on mast, is a maximum of 72”. 
� Center of forestay pin to mast leading edge is between 49 ¼” and 48 ¾”. 
� Center of forestay pin to the leading edge of jib fairlead eyes is greater than 95”. 
� Jib fairlead to jib fairlead (outer to outer) dimension is a minimum of 64 ¾”. 
� The traveler to keel (at the transom) dimension is a maximum of 22”. 
� Rudder angle measurement is a minimum of 27”. 
� Rudder depth is between 23 ¾” and 24 ¼”. 
� Rudder thickness is between 5/8” and 7/8”. 
� Centerboard slot in the keel is a minimum of 1 1/8” wide. 
� Centerboard thickness is between 3/4” and 1”. 
� Centerboard jibe (leading edge jibe minus trailing edge jibe) is a maximum of ¼”. 
� Centerboard chord 44” from the tip is between 12 5/8” and 13 1/8”. 
� Centerboard chord 8” from the tip is between 11 5/8” and 12 1/8”. 
� Centerboard depth, when fully down, is between 47 ½” and 48 ½”. 
� Centerboard leading edge is between 95” and 96” to the transom (only for hull #s 3450 and over) 
� 2001/2002 Lido 14 Class Association Tag is on the starboard transom. 
� Official Measurement certificate is dated___________ and shows current owners/syndicates. 
 
I certify that this Lido 14 is in compliance with the specifications of Article XIII of the Lido 14 Class 
Association By-Laws and that the above measurements have been verified: 
 
 
Dated ____________2002. Signed __________________________________ Measurer, Fleet #_____ 


